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also show how the model can use color information to suppress detec- caused by a 
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We also show how the model can use color information to suppress .... not part of the 

model for that pixel, then it will be detected as a foreground object. ... 
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the mean shift algorithm to find modes, whereas McKena et al. ... 
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A clustering-based color model and integral images for fast object tracking ... classified into 
two categories, semi-parametric model and non-parametric model. ... The middle figure 
shows the color distribution of the object in RG color ... 
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To estimate the kernel bandwidth, sj2, for the jth color channel for a given ... of the model 
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parametric model to speed up floor plan drawing as well as the .... specified color. It is 
also possible to set additional visualization parameters. ... 
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been said, "If you fail to plan, you plan to fail. ... 
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parametric model with human silhouette. It is our aim developing a posture recognition 

system to analyze athletic We plan to extend our work in two different directions: ... 

intensity but also multi-cues such as color, motion, ... 

ieeexpio-e.-eee ' - - - .0 . ^ x • N -;Y Sie^a: pages 

v ^ . - ' - " - • " " v 0 S " \ 

[pdf] A HYBRID SYSTEM FOR SEMI-AUTOMATIC 3D BUiLDING MODELING 
File Format: PDF/Adobe Acrobat - View as HTML 

But it is easy to adopt a parametric model for modeling a spheroid The upper-middle 

window is the ground plan of the building models 7-A are the stereo-imagery overlaid 

with the digitized 3D polygons (in blue color) and ... 
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